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      P&W TOOL SUPPLIER

     CERTIFICATE OF CONFORMANCE  

	 Tool Number:
	     
	Engr. Change:
	    


	Serial Number:
	      
	Supplier Code:
	      

	Quantity:
	     
	Date Shipped:
	      

	P & W Purchase Order Number:
	     

	
	

	
	
	
	 


               COMMENTS  \* MERGEFORMAT 

	 FORMCHECKBOX 
   All material(s) used in the manufacture of this tool conform to tool design drawing and/or 

purchase order requirements.

 FORMCHECKBOX 
   All required heat treatments conform to tool design drawing and/or purchase order requirements.
 FORMCHECKBOX 
   All required plating(s) and coating(s) have been applied and conform to tool design drawing and/or 

purchase order requirements.

 FORMCHECKBOX 
   All nondestructive testing (NDT) has been performed and satisfies all tool design drawing and/or 

purchase order requirements.

 FORMCHECKBOX 
   If authorized, Pratt & Whitney final acceptance symbol applied to packing slip and/or tooling as 

applicable, except when further processing is required at Pratt & Whitney.

Notes:

1. The tool listed in this document has been inspected using standards traceable to the National Institute of Standards and Technology, (NIST) and meet or exceed specifications for accuracy. Inspection equipment shall be maintained in compliance with ANSI / NCSL Z540-1.

2. This tool may be subject to audit inspection by Pratt & Whitney.

I hereby certify that all requirements noted above and on all subsequent pages of this document, as well as those not listed on this document, conform to the tool design drawing and/or purchase order.



	Supplier Quality 

Control Manager
	     
	
	     

	 
	(Print and Sign Name)
	
	Date
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	                        Tool Number:
	     
	Supplier Code:
	     

	                        Serial Number:
	     
	 

	FROM THE TOOL DESIGN DRAWING:

> Record all circled and/or critical B/P dimensions plus the actual dimension

> Record all B/P dimensions not circled less than +/- .005 plus the actual dimension

> Record all B/P angles not circled less that +/- 30’ plus the actual angle

> Record all B/P surface texture less than 32AA plus the actual surface texture

> Record all B/P material hardness where applicable plus the actual hardness

> Record all nondestructive test (NDT) procedures, and dates performed

	B/P REQUIREMENTS
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	DEVIATIONS
	COMMENTS

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	      
	      
	      
	      

	      
	      
	      
	      

	     
	     
	     
	     

	>NOTE:  Supplier’s written documentation may be submitted in lieu of this section of the form, however 

              all deviant dimensions must be recorded on this form.

(Use additional pages if necessary)
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